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TECHNICAL SPECIFICATIONS
" Ig Gas Genset Model RG-25 RG-30 RG-40 RG-50 RG-62.5 RG-83 RG-100 *
g % Rating (kVA) 25 30 40 50 60 80 100
(C) Rating (kW) 20 24 32 40 48 64 80
Gas Consumption
@75% Load (Kg/hrs) 4.8 5.7 7.4 9.6 10.8 13.2 18.1
Starting System 12V
w Battery (Ah) 90 100
= Canopy Size : LxBxH
g (mm)‘ 2350 x 1030x 1425 2850 x 1100x 1550 3200 x 1200 x 1800
-
5 Weight (Kg) 850 890 1100 1150 1250 1600 1700
] -
o Thickness of Foam In 40 50 75
5 doors
2 -
3 Density of Foan.1 for 32 33 50
2 Sound Insulation
Steel ',V'ake & T.h'kness TATA Steel |Base 3 mm | Rest of Canopy 1.6 mm
in Acoustic
Engine Model Family 497SPTC 497TC 697TC
Engine Make TATA
Engine Power
56.3 90 120 125
(Bhp)
Rated Speed (RPM) 1500
No. of Cylinders 4 6
Bore (mm) 97 97 97 97 97 97 97
Stroke (mm) 100 100 128 128 128 128 128
E Total Displacement (CC) 2960 3800 5700
[C] - -
E Lube oil Sump Capacity 7 10 15
(Ltrs)
Total Coolant Capacity 13 14 18
(Ltrs)
0il Change Period 300hrs or 6 Months whicheve is earlier
Aspiration Turbo Charged
Cooling System Water Cooled
Fuel Gas Pressure PNG Pressure 350-500 millibar PNG Pressure 45-50 millibar
Required
Governing Class G2 as per ISO 8528 part 5
o Alternator Make STAMFORD / MeccAlte
E Type (PF) Brushless, H Class Insulation | (0.8)
<Zt Frequency (Hz) 50 hz
é Voltage (V) 230/415 |110/230
= Amperes (A) @
<
R 34 41 55 69 83.4 111.2 139
Controller Make WoodWard 1400
Type Microprocesser Based, LCD fault display screen, Auto start / Stop Features
E Display Parameters Run Time Hours, Current, Voltage, Engine RPM, Frequency, Engine Temperature & Oil Pressure, Battery V,
° HEY Service Due Hours, kVA, PF, KW, KWH
<
E Modes Available Automatic/ Manual
8 ) Under/Over Frequency ,Current Unbalance, Over Speed, Overload, RWL, LLOP, HWT, LFL, Charging
Genset Protections . . .
Alternator/V-belt, Emergency-Off, Service Due Fail To Start Fail To Stop
MCB/MCCB SCHNEIDER / ABB

* Stand By Rating Coming Soon, Note: In View of continuous product upgradation & design changes, above specifications & dimensions are subject to change without prior notice
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ROMANIA WATER PROJECT ENTERPRISES
Registered office : Plot No. GH/01, N/31904 Erose Sam Pooram Sector-2, E TqE
Near Roja Jalalpur Chowk, Greater Noida West - 201306, Mob.: +91-8383076564

Branch office : Flat No 1803 Platina F Casa Bell Gold, Palaba City, E
Maharastra, Dombivali 421204, Mob.: +91-7982188517 '

Branch office: D127 PTPS New Market Road No 3 Ranchi, Scan Me O 9 O O 1
Hazaribagh Patratu 820119, Mob.: +91-7428393469 e =

Branch office : H.N. 240, Adhiya Mohalla, Vill. & Post Gotha (n 1 h bh
22 )Kishabh

ST

Authorized Dealer Stamp

District Mau, Dohrighat 275303, Mob.: +91-8130181009

USE OF THIS MATERIAL FOR REPRODUCTION ON THE INTERNET AND WORLD WIDE WEB IS
STRICTLY PROHIBITED WITHOUT WRITTEN PERMISSION FROM RISHABH ENGINEERING COMPANY
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